



	
	


Product Guide Specification
Specifier Notes:  This product guide specification is written according to the Construction Specifications Institute (CSI) 3-Part Format, based on MasterFormat 2016 and The Project Resource Manual—CSI Manual of Practice. The Manufacturer is responsible for technical accuracy. 
The section must be carefully reviewed and edited by the Architect or Engineer to meet the requirements of the project and local building code.  Words and sentences within brackets [ ] are choices to include or exclude a particular item or statement.  Coordinate this section with other specification sections and the Drawings.  Delete all “Specifier Notes” after editing this section. 










Section 28 21 00: Video Surveillance
Section 28 21 13: IP Cameras

IP CAMERA

PART 1 – GENERAL 

1.1 SUMMARY
A. Section Includes
1. Section 28 21 17: Video Surveillance – Surveillance Cameras – Camera Housings
2. Section 28 21 19: Video Surveillance – Surveillance Cameras – Camera Mounts
3. Section 28 27 00: Video Surveillance – Video Surveillance Sensors
B. Related Sections
1. [Section 28 33 15: Security Detection, Alarm and Monitoring – Security Monitoring and Control – Security Monitoring and Control Software].
2. 
********** Specifier’s note: Include those standards referenced elsewhere in this SECTION. 

1.2 REFERENCES
	STANDARD
	CE-LVD: EN62368-1;
CE-EMC: Electromagnetic Compatibility Directive
2014/30/EU;
CE-RED: Radio Equipment Directive 2014/53/EU



1.3 SYSTEM DESCRIPTION

A. Section Includes
1. Video Surveillance – Surveillance Cameras –IP CAMERA
1.4 SUBMITTALS

A. 	Product Data: 
1. Manufacturer’s data, user and installation manuals for all equipment and software programs including computer equipment and other equipment required for complete video management system. 
B. Dimensional Drawings; include
1. Overall device dimensions. 
2. Dimensions specific for installation. 
C. Closeout Submittals
1. User manual.
2. Parts list.
3. Maintenance requirements.

1.5 QUALITY ASSURANCE

A. Manufacturer: 
1. Minimum of [10] years of experience in manufacture and design Video Surveillance Devices. 
B. Video Surveillance System: 
1. List certifying bodies (UL, etc.) 
2. Provide evidence of compliance upon request. 
C. Installer: 
1. Minimum of [5] years of experience installing Video Surveillance System. 

1.6 DELIVERY, STORAGE AND HANDLING 

A. Comply with requirements of Section 01 60 00. 
B. Deliver materials in manufacture’s original, unopened, undamaged containers; and unharmed original identification labels. 
C. Protect store materials from environmental and temperature conditions following manufacturer’s instructions. 
D. Handle and operate products and systems according to manufacturer’s instructions. 

1.7 WARRANTY

A. Provide manufacturer’s warranty covering [3] years for replacement and repair of defective equipment. Warranty varies country to country.


1.8 MAINTENANCE 

A. Make ordering of new equipment for expansions, replacements, and spare parts available to dealers and end users. 
B. Provide factory direct technical support via phone and e-mail. 

PART 2 – PRODUCTS

2.1 MANUFACTURERS

A. Acceptable Manufacturer: 
[bookmark: _GoBack]ZHEJIANG DAHUA VISION TECHNOLOGY CO., LTD. 
Address: No.1399, Binxing Road, Binjiang District, Hangzhou, P.R. China
Postcode: 310053
Tel: +86-571-87688888 28933188
Email: dhoverseas@dhvisiontech.com
Website: www.dahuasecurity.com

B. Substitutions: 
1. [All proposed substitutions must be approved by the Architect or Engineer professional.] 
2. [Proposed substitutions must provide a line-by-line compliance documentation.] 

2.2 IP CAMERA | DH-IPC-BP4AP-4G-EAU-0360B
	Camera
	Image Sensor
	1/3" CMOS

	Camera
	Max. Resolution
	2560 (H) × 1440 (V)

	Camera
	ROM
	128 MB

	Camera
	RAM
	128 MB

	Camera
	Scanning System
	Progressive

	Camera
	Electronic Shutter Speed
	Auto/Manual 1/3 s–1/100,000 s

	Camera
	Min. Illumination
	0.01 lux@F1.6 (Color, 30 IRE)
0.001 lux@F1.6 (B/W, 30 IRE)
0 lux (Illuminator on)

	Camera
	S/N Ratio
	>40 dB

	Camera
	Illumination Distance
	Up to 30 m (98.43 ft) (IR) 
Up to 20 m (65.62 ft) (Warm light)

	Camera
	Illuminator On/Off Control
	Auto; Manual

	Camera
	Illuminator Number
	1 (Warm light); 1 (IR light); 1 pairs (Red and blue alarm light)

	Camera
	Angle Adjustment
	Pan: 0° to 360° 
Tilt: -60 °to 0° 
Rotation: 0° to 360°

	Camera
	Lens Type
	Fixed-focal

	Camera
	Lens Mount
	M12

	Camera
	Focal Length
	3.6 mm

	Camera
	Max. Aperture
	F1.6

	Camera
	Field of View
	H: 78.4°; V: 42.4°; D: 92.4°

	Camera
	Close Focus Distance
	1.5 m (4.92 ft)

	Camera
	DORI Distance
	D: 78.0 m; O: 31.2 m; R: 15.6 m; I: 7.8 m (D: 255.91 ft; O: 102.36 ft; R: 51.18 ft; I: 25.59 ft) 
*DORI (Detect, Observe, Recognize, Identify) is a standard system (EN-62676-4) for defining the ability of a person viewing the video to distinguish persons or objects within a covered area. The numbers in this table do not reflect intelligent function distances. For intelligent function distances, refer to installation and commissioning manual/project design tool.

	Audio and Video
	Video Compression
	H.265

	Audio and Video
	Video Frame Rate
	Main stream: 2560 × 1440@(1–15 fps) 
sub stream: 640 × 360@(1–15 fps) 
*The values above are the max. frame rates of each stream; for multiple streams, the values will be subjected to the total encoding capacity.

	Audio and Video
	Streaming Capability
	2 streams

	Audio and Video
	Resolution
	4M (2560 × 1440); 3M (2048 × 1536); 1080p (1920 × 1080); 1.3M (1280 × 960); 720p (1280 × 720); D1 (704 × 576/704 × 480); VGA (640 × 480); CIF (352 × 288/352 × 240)

	Audio and Video
	Video Bit Rate
	H.265: 32 kbps–4096 kbps

	Audio and Video
	Day/Night
	Auto(ICR)/Color/B/W

	Audio and Video
	BLC
	Yes

	Audio and Video
	HLC
	Yes

	Audio and Video
	WDR
	Yes

	Audio and Video
	White Balance
	Auto

	Audio and Video
	Gain Control
	Auto

	Audio and Video
	Noise Reduction
	3D NR

	Audio and Video
	Motion Detection
	OFF/ON (4 areas, rectangular)

	Audio and Video
	Smart Dual Light
	Yes

	Audio and Video
	Privacy Masking
	4 areas

	Audio and Video
	Built-in MIC
	Yes, built-in Mic

	Audio and Video
	Audio Compression
	G.711a

	Network
	Network Port
	RJ-45 (10/100 Base-T)

	Network
	Carrier Network System
	4G: 
FDD-LTE: B1/B3/B5/B7/B8/B20/B28;
Applicable regions: Europe, Middle East, Africa
Power class 3: 23dBm ±2.7dB
FDD-LTE: B2/B3/B4/B5/B7/B8/B28/B66;
Applicable regions: Latin America
Power class 3: 23dBm ±2.7dB

	Network
	Storage
	Micro SD card (support max. 512 GB)

	Network
	Management Software
	DMSS; DSS Pro

	Network
	Mobile Client
	iOS; Android

	Port
	USB
	1 Type-C Port

	General
	Power Supply
	5 VDC (±5%)

	General
	Power Consumption
	Ultra power saving mode: 0.04 W 
Power saving mode: 0.041 W 
AOV mode: 0.197 W 
Performance mode: 1.2 W

	General
	Operating Temperature
	–20 °C to +60 °C (–4 °F to +140 °F)

	General
	Operating Humidity
	≤95% (RH), non-condensing

	General
	Storage Temperature
	–20 °C to +60 °C (–4 °F to +140 °F)

	General
	Storage Humidity
	≤95% (RH), non-condensing

	General
	Protection
	IP66

	General
	Product Dimensions
	284 mm × 172 mm × 360 mm (11.57" × 6.77" × 14.17") (L × W × H)

	General
	Net Weight
	1055 g (2.33 lb)

	General
	Gross Weight
	1790 g (3.95 lb)

	General
	Installation
	Wall mount; pole mount (vertical); ceiling mount

	Battery
	Battery Type
	Ternary lithium battery

	Battery
	Battery Capacity
	68 Wh

	Battery
	Battery Voltage
	3.6 V

	Battery
	Operating Temperature
	Charging: 0 °C to +50 °C (32 °F to +122 °F)
Discharging: –20 °C to +60 °C (–4 °F to +140 °F)

	Battery
	Cycle Lifetime
	Ultra power saving mode (recording is not triggered): 70 days 
Power saving mode (recording is rarely triggered): 50 days 
AOV mode (recording is triggered frequently): 10 days 
Performance mode (continuously operates without sleeping): 2 days

	Battery
	Battery Life
	More than 750 cycles

	Battery
	Net Weight
	386 g (0.85 lb)


PART 3 – EXECUTION

3.1 EXAMINATION

A. Examine areas to receive devices and notify adverse conditions affecting installation or subsequent operation. 
B. Do not begin installation until unacceptable conditions are corrected. 

3.2 PREPARATION

A. Protect devices from damage during construction.

3.3 INSTALLATION

A. Install devices in accordance with manufacturer’s instruction at locations indicated on the floor drawings plans.
B. Perform installation with qualified service personnel. 
C. Install devices in accordance with the National Electrical Code or applicable local codes.
D. Ensure selected location is secure and offers protection from accidental damage.
E. Location must provide reasonable temperature and humidity conditions, free from sources of electrical and electromagnetic interference. 

3.4 FIELD QUALITY CONTROL

A. Test snugness of mounting screws of all installed equipment. 
B. Test proper operation of all video system devices. 
C. Determine and report all problems to the manufacturer’s customer service department. 

3.5 ADJUSTING

A. Make proper adjustment to video system devices for correct operation in accordance with manufacturer’s instructions. 
B. Make any adjustment of camera settings to comply with specific customer’s need. 

3.6 DEMOSTRATION

A. Demonstrate at final inspection that video management system and devices functions properly. 
END OF SECTION
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